
The best of two worlds
The best of two worlds
Swedish engineering is a quality trademark you can trust. 
When combined with high quality solar cell technology from 
Yingli, in the Transparium, high yields are reached with good 
thermal properties at low installation costs. Transparium is 
produced using only high quality raw materials from leading 
suppliers.  Transparium is bifacial and  is ideal for free-stan-
ding structures on facades, hand-rails, rooftops and large 
scale solar power systems.

Transparium N 390w
Smart-smart

Quality & Warranty

The quality is assured by several quality 
control check points and tested prior to 
delivery. A final test is conducted in a solar 
tester, where the modules are tested un-
der Standard Test Conditions (STC 1000W/
m², AM 1.5, 25°C). Every modules test data 
is stored in our database with a unique 
serial number. 
PPAM.se offer a product warranty of 15 
years and a 30 year performance warranty 
for 97,5 % power output the first 5 years, and a maximum degradation of 0,5 % for the remaining 25years.
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PPAM uses high efficiency solar cells with substantially 
higher low-light performance and best thermal proper-
ties. Integration of monitoring, safety, optimization and/
or long strings available in integrated junction box.

PPAM Transparium N is produced by Yingli Green Energy 
Holding Co., Ltd. According to:
PANDA BIFACIAL 72CL

QUALIFICATIONS & CERTIFICATES
IEC 61215, IEC 61730, CE, ISO 9001:2008, 
ISO 14001:2004,  BS OHSAS 18001:2007, PV 
Cycle, SA 8000
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Normal module PPAM Transparium

Moduletemperature

TIGO-system is available as an option.



Electric properties. (STC 1,0+0,1BiFi) 1000 W/m2)
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Physical properties

PPAM.SE Sweden AB reserves the right to make 
specification changes without prior notice. 
Please contact your nearest supplier/distributor 
or visit our website to obtain the latest specifica-
tion sheet. PID-FREE  UL-CCIC test report: 12CA63536

Model
Max.  Power [Pmax]
Open circuit Voltage [Voc]
Max. Pow.  Voltage [Vmpp]
Short Circ.Current [Isc]
Max. Pow. Current  [Impp] 
Power Tolerance
Module Efficiency

PPAM-Transparium N 390w
390 Wp
46,4V
37,7 V
10,4 A
10,9 A
0/+5%
19,5%

Celltype
Cell dimensions
Cells/diodes per module
Frame
Maximum System Voltage
Module Weight
Module Dimensions
Tested temp. conditions
Max load

Bifacial Mono N-Type
156x156mm
72/72
No frame
1000 V
27kg
2020x 992 x 6mm
-40°C to +85°C
550 kg/m² front only 
(snow)
83 kg/m² back & front 
(wind)

NOCT
Voltage Temp. Coefficient
Current Temp. Coefficent
Power Temp. Coefficent

45 °C
-0.30%/K
+0.048 %/K
-0,38%/K

992mm

6mm
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Voltage [V]

IV-curve @ 25°C module temp

20 % Bifacial
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